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 Bosch Rexroth AG, 3 842 540 392 (2017-08)
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D  f ESD mat insert for protecting ESD-sensitive components
 f To create a safe, conductive connection, e.g. to ESD 

material shelves, we recommend using adhesive copper 
tape

 f Conduction resistance RA = 1 x 106 – 1 x 109 Ω according 
to DIN EN 61340-5-1

 f Wrist band for defined grounding of people and 
protection of ESD-sensitive components

Required accessories: 
 f connection piece
 f T-nut M6, or sliding block, swivel-in with spring, M6

ESD mat insert ESD No.

D 1220 mm x 855 mm
ESD

3 842 522 012
Material: rubber (thickness: 2 mm)

Wrist band ESD No.

E
ESD

3 842 516 908
Material: Textile with woven-in conductive plastic, navy blue

Connection piece ESD No.

F
ESD

10 3 842 516 905
Material: steel; galvanized

19936

F  f Connection piece for connecting the wrist band to the 
profile construction

00124733

SW3 

MD = 5 Nm

SW4 

MD = 8 Nm

C  f Potential fix for defined grounding of surface elements 
such as side panels

Potentialfix ESD No. FS
C

ESD

3 842 536 320 FS4, 
FS5

Material: Bracket: aluminum
Fastening material: steel; galvanized

Scope of delivery: incl. fastening material (FS)

FS4 FS5

M5

DIN 6798
V5,3

10

DIN7991
M5X16

ISO 7380
M6x6
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